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Scegli la certezza.
Aggiungi valore.

FS-069502-009 CERT
09/01/2007

FIRE SAFE TEST CERTIFICATE

TRUNNION BALL VALVE K-92

Size: 2"
Class: 1500 LBS
Drawing: T-8310-268
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TOV ITALIA SRL.

TUV SUD Group

Direzione e Sede Amministrativa:

Via Giosué Carducci, 125 edificio 23

20099 Sesto San Giovanni (MI)

Sede legale: Via Mauro Macchi, 27 20124 Milano
Societa soggetta al controllo e al coordinamento di
TUVSUD AG

FS-069502-009

ARMATURY Group a.s
Bolaticka 39

747 21 Kravare

Czech Republic

FSTR-K92-2-1500

Fire Safe test carried out according to:
ANSI/API Standard 607 June 2005 Fifth Edition
Identical to 1ISO 10497-2010

API 6FA Third Edition April 1999

BS 6755 : Part.2 1987 + Amend. 2 : JUNE 1991

For further details of test arrangements and test results , see REPORT OF
FIRE TEST No. FSTR-K92-2-1500 herewith attached and duly endorsed

CERTIFICATION DATE

13/07/2010
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FIRE SAFE TECHNICAL REPORT

FIRE SAFE CERTIFICATE N°: FS$-069502-009

CLIENT DOSSIER N°: FSTR-K92-2-1500

CLIENT: ARMATURY Group a.s
ADDRESS: Bolaticka 39
747 21 Kravare
Czech Republic
QUALIFIED VALVE
VALVE SIZE: 2”
VALVE RATING CLASS: 1500 LBS
DRAWING N°: T-8310-268
VALVE TIPE: TRUNNION BALL VALVE K-92

For further details of test arrangements and test results , see REPORT OF
FIRE TEST No. FSTR-K92-2-1500 herewith attached and duly endorsed

RANGE AND TYPE OF
VALVES COVERED:

Size 2" and Below; 2. %”; 3”; 4”
Class 1500-2500 LBS
ENDS: FLANGED OR BW

THE ABOVE MENTIONED VALVE SUCCESSFULLY PASSED THE FIRE SAFE IN

ACCORDANCE TO:

ANSI/API Standard 607 June 2005 Fifth Edition

Identical to ISO 10497-2010

API| 6FA Third Edition April 1999

BS 6755 : Part.2 1987 + Amend. 2 : JUNE 1991

NOTES:

LOCATION AND DATE OF
TEST CARRIED OUT:
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